














Let’'s DIY!

Fun Scrunchie Project:
A Free '90s Hair-Raising
Scrunchie Tutorial

Make several in all kinds of prints, colors, and materials —
all based on your fashion style.

Supplies:

* 1/4 yard of fabric (preferably a material with a
smooth touch - like velvet, satin, or a soft cotton)

e 1/4" elastic

* Loop turner or safety pin

ST

Start with a strip of fabric that measures 18” x 4". Use a
1/4" elastic that measures 117 total.

You will then knot it, so you want the additional length for
o the knot. Depending on the thickness of your hair, you may
need to shorten or lengthen this.

STHER:Z

You will then knot it, so you want the additional length for the knot.
Depending on the thickness of your hair, you may need to shorten or
lengthen this.

Fold the fabric in half, right sides together. Sew a 1/4” seam allowance,
leaving 1.5” from the edge on each side. Flip right side out with the use
of aloop fturner or safety pin.

STEERS

Fold the ends, pinning right sides together. (Now you know
why the large seam allowance was needed.)

Si-EELS

Use a safety pin to guide the elastic through and securely knot the
ends together. Then, clip the excess elastic. (Just make sure it's
very tight, so it doesn't break when in use.)

Comparison Chart

STEP 4

Sew the ends together. You will have to
adjust as you sew by lifting the “pressure
foot” up after stitching a bit. It will now
look like this, with a 3” gap in the center.

STEP.6

Sew up the opening and close it by folding in the seam allowance

and edge stitching.

SERGER

PS3734T PS5234
Threads 3/4 2/3/4
Number of Needles 2 2
Overlock Seam Width 3.0mm -7.0mm 3.0mm - 7.0mm
Stitch Length 1.0mm - 4.0mm 1.0mm - 4.0 mm
Stitch Width 5.0mm - 7.0mm 3.0mm -7.0mm

'LO HUHQWLDO )HHG

0.7mm - 2.0mm

0.7mm - 2.0mm

Change for Rolled Hemming

Removable

Removable

Needle Threading System

Advanced

2/3 Thread Change

Color-Coded Thread System

Adjustment for Thread Tightness

Stitch Finger

2

Knife Drive Type

Lower Drive

Down Side

Thread Tension System

Manual

Manual

Presser Foot Pressure Adjustment

On-Screen Prompts

Free Arm

Light

Dual LED Lights

Specialty Feet Included

Included Wide Table

Maximum Sewing Speed
(Stitches Per Minute)

1,300

Thread Bundle




BASIC

SEWING

QUILTING

Comparison Chart continued...

LCD Display Size (Horiz. x Vert.) Inches 24x1.3 2.0x0.7 ~= 29x1.6 —
Display Monochrome Monochrome = Monochrome  —
Stitch Select 10 Key Touch Push-Button Dial 10 Key Touch  Dial

Sensor and Sensor and

Direct Selection Direct Selection
Built-in Languages . = = . =
Lighting 2 LEDs 1LED 1 LED 2 LEDs 1 LED
Thread Tension Manual Manual Manual Manual Manual
Needle Threading System Advanced Easy = Advanced Manual
Adjustable Bobbin Winding Speed . . == . =
Automatic Thread Cutter . = = . =
Quick-Set Bobbin . . — . .
Workspace (Height x Width) Inches 4.1x8.3 89%x5.7 3.8x6.2 4.1x8.3 3.8x6.2
Maximum Sewing Speed 850 850 800 850 800
(Stitches Per Minute)
Knee Lifter == == = . _—
Feed Dog 7 (Longer 6 6 7 (Longer Ver- 6

Version) sion)
Standard Presser Feet 7 9 5 14 5
Built-in Sewing Stitches 100 100 17 180 53
(Incl. Buttonhole Styles)
Buttonhole Styles 7 One-Step 8 One-Step 1 Four-Step 10 One-Step 1 One-Step
Built-in Sewing Lettering Fonts 4 1 = 5 =
Stitch Width 7mm 7mm 5mm 7mm 7mm
Stitch Length 5mm 5mm 4mm 5mm 4mm
My Custom Stitch Feature = == = . =
Start/Stop Button . . = . =
Speed Controller . . = . =
Twin Needle Setting Key . == == . =
Needle Position Key (Up/Down) . . — . —
Presser Foot Pressure Adjustment Manual — S Manual =
Presser Foot Leveling == — = — =
Drop Feed/Free-Motion Manual . == Manual .
Included Quilting Feet = —= = . .
Included Wide Table == . — . .
Built-in Quilting Stitfches . . . . .
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